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1. PURPOSE 

This document defines the programming procedure for the 500816-IP. 

2. SCOPE 

This document covers the steps required in order to properly upgrade the program the 8 buttons 

panel. 
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3. INSTRUCTIONS 

1. Connect the unit that needs to be upgraded directly to the computer using an Ethernet Patch 

Cord.  Power the unit using a PSU. 

2. Run the program “ProBootLoader.exe”. 

 

 

Figure 1: Firmware Update tool  
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3. Enter the Local Host IP Address; the default IP Address is 192.168.168.54.  Enter the Local 

Host Port that is 1001.  Click the Icon Connect to connect to the unit, the software will detect 

and find the unit to upgrade. If nothing is detected, simply click the close Icon button and 

click again the connect button.  You will know that you are in update mode when you will 

see an LED chaser movement using the LEDs button.   

If you cannot remember the IP Address of the unit, you can factory default it, please see the 

user manual for the procedure.  Note that after a factory default all programmation of the 

buttons will be lost. 

 

 

Figure 2: Unit Connection 
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4. Click the check box beside the unit to upgrade.  Select the update firmware file and click the 

Update Icon to begin the upgrade process. The progression bar will show the upgrade process 

of the unit.  

 

 

Figure 3: Update file selection 
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5. After the firmware upgrade is finished, close the pop-up windows and click the application 

Icon to get out of programming mode. You will know that the application mode is activated 

when the LED chaser of the front panel is stopped.  

Note: DO NOT forget to get out of programming mode by clicking the Application Icon. 

The unit is now updated and ready to be used. 

 

 

Figure 4: Going back to Application mode 
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